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DURALBAR60 PRO

Impact bars help keep material flow steady by preventing belt sag—especially in heavy-duty 
mining and aggregate operations.

PRODUCT FEATURES
DuraLBar60 Pro
Model: CA-DLBR (P)-NR12060-CS

DuraLBar60 Pro – Black is a heavy-duty lifter bar crafted from a 
reinforced NR/SBR compound to deliver strong impact absorption and 
dependable load support in demanding conveyor and chute systems. 
Its 60 Shore A hardness ensures the right balance of cushioning and 
stability, enabling smooth material transit even under harsh, abrasive 
conditions. 

Built for longevity and consistent performance, it helps reduce belt 
fatigue, improve system uptime, and maintain reliable flow in high-load 
industrial environments.

Technical Data
Conveyor Belt Accessories
(DuraLBar60 Pro)

Impact Durable
Handles repeated shock without deforming or 
cracking.

Smooth Movement
Low-friction surface aids steady material flow.

Easy Integration
Fits support beds, cradles, and chute systems 
seamlessly.

Heavy-Duty Build
Reinforced NR/SBR formula resists intense 
loading stress.

Strong Support
Provides uniform lifting across broad contact 
surfaces.
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Note: Manufacturing tolerance of ± 10% on thickness, ± 2% on width and length and ±10% on weight shall be applicable.

DURALBAR60 PRO

Ordering Information
Please provide the following details for accurate order processing

Application 
End use or industry 

(e.g., gasketing, flooring)

Base Material 
Required rubber type 
(e.g., EPDM, Neoprene)

Dimensions 
Length, width 
and thickness

 Work Environment
Temperature range  

or chemical exposure etc

Quantity 
Total quantity and 

any customization needed.

Conveyor Accessories
Resources

Scan to PlayScan to ConnectScan to Access

Conveyor Accessories
Expert

Conveyor Accessories
Trivia

Applications

• Mining conveyors handling coarse ores and stones
• Steel and metal handling conveyors with repeated drops
• Primary crusher discharge and screen feed chutes
• Cement industry conveyors with rugged drop impact points
• High-load coal and lignite conveyor sections
• Foundries and mineral handling lines
• Heavy-duty port and dockside loading conveyors

          MEASURED PROPERTIES         TESTING STANDARD   SPECIFIED VALUES     OBSERVED VALUES

PHYSICAL & MECHANICAL PROPERTIES

Tensile Strength ASTM D412 18 MPa (Min) 18.5 MPa

Elongation at Break ASTM D412 450% (Min) 477%

Hardness ASTM D2240 600 ± 50 Shore A 630 Shore A

Specific Gravity ASTM D297 1.20 ± 0.05 1.22

Abrasion Loss (mm3) ASTM D5963 120 mm³ (Max) 116 mm³

Working Temperature - -30 0C to +70 0C Conforms

CHEMICAL RESISTANCE

Ozone Dilute 
Acids & Bases

Conc. 
Acids & Bases Oils

Fair Not 
Recommended

Not 
Recommended

Not 
Recommended

IDENTIFICATION

Branding Duratuf

Grade Pro

Color Black

Polymer NR/SBR

Size Range

75mm X 50mm X 1500mm  | 75mm X 75mm X 1500mm 

75mm X 100mm X 1500mm  | 100mm x 100mm x 1600mm 

50mm x 100mm x 1500mm

Packaging With white coloured HDPE woven fabric

Labelling Label indicating Product Name, Dimensions, Batch No., Mfg. Month & Year, Quantity, 
and Package No. to allow traceability


